COMPONENTE: LOTTO: MATERIALE FORNITORE CERTIFICATO COLATA
VESSEL PART: LOT: MATERIAL SUPPLIER CERTIFICATE HEAT
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t:l:” N* du certificat Page
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INSPECTION CERTIFICATE 3.1 Date Datum Date
DIN EN 10204 3.1 09.04.2021
Delivery address, Empfanger, Lieu de livraison
OUTOKUMPU S.R.L. OUTOKUMPU S.R.L.
VIA FUSTAGNO, 21
T7 VIA AGNELLO, 8
26012 CASTELLEONE 20121 MILANO
ITALY ITALY
Requirements, Anforderungen, Exigences Our Order No. Your order, |hre Bestellung, Votre commande
Unser Auftrag Nr
EN 10088-4:2009 Notre commande n” [ 8024 96
AD 2000 W2, W10 & EN 10028-7:2016 360021683
ASTM A240/A240M
ASME SA-240/SA-240M II A ED. 2019
Product, Erzeugnisform, Produit Mark of Manufacturer Process Inspector's stam
Zeichen des Lieferwerkes o oo - @ | Erschmetzungsat AQD |Zeichen d Sachverst
COIL , STAINLESS STEEL Signe de producieur - @ Mode du fumert o8 Tipert
Grade, Werkstoff, Nuance Tolerances Toleranzen, Tolérances
1.4307 1.4301 TYPE 304L EN ISO 9445-2
Marking, Kennzeichnung, Marquage Marks, Versandzeichen, Marques
1.4307 2B
i IO i Y iy i AR by ol e A e i i |- TR
Ligne Poste Coulée n* Nombre Fini c €
EN/ASTM
3 12 26809 2 4,0 X 1000 MM 16630 KG 2B
14
0045-CPR-0567
Charge no. Chemical ion, Cl e 2 o it imi
Suan € Si Mn P S cr Ni N
% % % % % % % %
26809 0,022 0,38 1,51 0,028 0,002 18,2 8,1 0,070
Line proper sche Eigenschaften, Caracteristiques mecaniques Tensile test, Zugversuch, Essai de traction
Bone [Sample 0[R2 [Rp10 Rm A5 | A50 Hardness ISO 6892-1:2019 A224
e I'™ ™ | % % %  |HaneDurats SAMPLES PERPENDICULAR TO
HBW THE ROLLING DIRECTION
1 01 298 335 633 55 53 171 APPROVED ACC.TO
02 303 337 632 56 54 170 AD2000-WO0 WITH
VERIFICATION OF THE
UNIFORMITY OVER THE
STRIP LENGTH. CERTIFIED
ACC.TO PED 2014/68/EU BY
TUV NORD REG. NO. 0045.
DOPS ACC. TO CPR
AVAILABLE ON THE WEB
PAGE BY STEEL NUMBER
e oK EEE
Test of intergran. corros, Prifung auf interkrist. Korros, Test de corros. intercrist 0§ .-
EN ISO 3651-2 A: OK O
[ASTM A240/A240M
ASME SA-240/SA-240M 11 A ED. 2019 e S OF s oot S Dot Doty Wi
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